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COMAGRAV NOTUS PLUS
Product information

COMAGRAV NOTUS PLUS are industrial CNC routers for processing materials in highest quality.
It is an extremely rigid 3D device for milling, cutting and scanning.

Base frame is made in Czech Republic from thick-walled steel, carefully welded and stress-relieved by
annealing. Its service life counts for decades.

Sophisticated equipment such as AC servomotors, high-precision planetary gearboxes, helical
gearing and long list of optional equipment make this machine an unrivaled solution for
professionals.

Machines of the COMAGRAV NOTUS PLUS series work in many industries from prototyping and
production of models, production of advertising to workshops with serial production. COMAGRAV
machines are also used in three-shift operations.

You can choose from professional spindles with an output of up to 13 2kW with automatic tool change.

For cutting softer materials, we recommend a Pneumatic oscillating knife and a tangential head for
direct cutting.
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Properties
* working surface width 2100mm
* length 1600mm, 3150mm, 4200mm, 6200mm
+ feed rate up to 500mm/s to ensure safety (733mm/s maximum)
* AC servo Mitsubishi, planetary gearboxes, helical rack&pinion system
* clamping up to 120mm thick material
* automatic tool length measurement
+ spindles with power up to 132kW
* high-speed spindles up to 60.000 RPM
» dust collecting
* tools cooling for working with aluminum
* high pressure vacuum table with vacuum pump
+ T-slot table as the basic choice for manual clamping
*  Vectric Cut2D Pro software
* support for CAM programs
* library of materials and presets
*  PILOT TDP controller
* panel for operator with built-in PC, with LCD and ON/OFF/E-STOP buttons
e DELL PC and Windows 10 loT Enterprise

* pre-installed Teamviewer remote access (along with PC)
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Optionally
* custom dimension
* high pressure vacuum table made of aluminum alloy
+ automatic tool change with linear tray
» carousel tray for 8 tools
* ISO or HSK toolholders (for ATC)
* rotary adapter
+ vertical table
* cyclone dust collector with integrated cooling system
*  MULTI equipment with wide portal (for installation of tangential modules for cutting)
* camera system for reading registration marks and for checking tools in ATC tray
* QR code support
+ compatibility with RIP software
* carbon fiber composite portal

* high Z axis

(Comagrav) comaGRrAV NOTUS PLUS 1/2020 page 3/9



(comagrav)

COMAGRAV NOTUS PLUS

Parameters
NOTUS PLUS
Baseframe welded steel, annealed
Gantry 200x150mm steel
(optionally carbon fiber composite)
Drives helical rack&pinion system in XY axes
ball screw in Z axis
precision planetary gearboxes
Engines AC servo Mitsubishi 1000W
Control PILOT Advanced
Z sensors for automatic change: fixed sensor and movable sensor

for manual spindle: movable sensor

Working table

high pressure vacuum table
or T-slot table

Vacuum

high pressure, phenolic resin (optionally aluminum)

Vacuum zones

410 12 depending on size of the table

Control software

PILOT TDP

Tool change

manual or automatic

ATC tray

carousel for 8 tools or
linear for 8 tools
(optionally up for 14)

Camera system optionally
Control PC DELL Corei3
(ON) Windows 10 loT Enterprise

COMAGRAV NOTUS PLUS 4000 VACUUM ATC
MULTI
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Vacuum table made of phenolic resin, automatic

tool change spindle, MULTI heads, rotary
adapter.

(comﬁgfﬂv> COMAGRAV NOTUS PLUS

COMAGRAV NOTUS PLUS 6000 VACUUM ATC
MULTI
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Aluminum vac. table, automatic tool change,
MULTI heads, control panel with PC.
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Dimensions and weights

COMAGRAV NOTUS PLUS

Technické parametry / Technische Parameter / Parametros técnicos / Technical parameters/ TexHUYeCKNEe XapaKTepuUCTUKN

Typ Pracovni plocha | Sitka [mm]| Hloubka vyska 0saz Svétlost pod Hmotnost Rozlideni Nejvy33i rychlost Nejvy33i rychlost | Vieteno: viz vyrobni| Max.vykon Tlak vzduchu Napéjeni Pikon [kW]
Sifka x Hloubka [mm] [mm] [mm] | portilem [mm] [kg] [mm] obrabéni [mm/s] rychloposuvu [mm/s] | Stitek [kW/RPM] kW] [bar]
[mm]
Typ Arbeitsflache Breite Linge |Hohe [mm]| Z-Achse |Lichte Weite unter|Gewicht [kg]| Auflésung Maximale Maximale indel: siehe Max.Leistung | Druckluft [bar] kW]
[mm] [mm] [mm] [mm] |dem Portal [mm] [mm] indi i Typschild [kW/RPM] [kw]
[mm/s] it [mm/s]
Modelo Superficie de | Larghezza | Lunghezza | Altezza EjeZ | Luzde paso bajo | Peso[kg] | Resolucién | Velocidad maxima de | Velocidad maxima de | Motor de corte: ver | Potencia [kW] | Presi6n del aire | Alimentacion Vatiaje [kW]
trabajo [mm] [mm] [mm] [mm] [mm] el portal [mm] [mm] fresado [mm/s] desplazamiento [mm/ |etiqueta [kW/RPM] comprimido
sl [bar]
Type Working area Width Length Height Z axis Clearance under | Weight [kg] i milling i moving Spindle: See label Max.power | Compressed air Supply Power requirement
[mm] [mm] [mm] [mm] [mm] gantry [mm] [mm] speed [mm/s] speed [mm/s] [kW/RPM] [kw] pressure [bar] [kw]
Tun Pa6ouas 30Ha | Lnpuna rny6una Bbicota Ocb Z [LOpOXHBIA Bec [kr] Cre6enb: cm
Lnpuna x [Mm] [Mm] [Mm] [Mm] npoceer noa. [Mm] CcKOpPOCTb 06PaboTKM | CKOPOCTL GBICTPOr0 | 3TMKETKe NPoAyKTa MowHOCTE Bo3ayxa [6ap] MowHocTs [KBT]
rny6una [Mm] noprana [Mm] MM/ c] MM/ c] [xBT / RPM] [xBt]
NOTUS Plus 1600 | 2100 x 1600 | A: 2750 | 2900 A: 1800 A: 1500
B: 3470 E: 3050 B: 1800 B: 1900
C: 3630 C: 1800 C: 1550
D: 2240 D: 740 D: 850
E: 3000 E: +50
NOTUS Plus 3000 2100 x 3150 | A: 2750 4470 A: 1800 A: 2150
B: 3470 E: 4620 B: 1800 B: 2550 ATC 4,6/24000 3x
C: 3630 C: 1800 C: 2200 ATC 9,6/24000 400VAC/50Hz/
D: 2240 D: 740 D: 1500 500 ATC 13,2/24000 16A AC: 4,5 KW
E: 3000 E: +50 Max. 733 (additional| ATC 3,6/40000 A
250 140 0,00075 500 13,2 7 B: 5,5 kW
NOTUS Plus 4000 | 2100 x 4200 | A: 2750 5500 A: 1800 A: 2400 safety may be ATC 3,6/50000 + spindle power
B: 3470 E: 5650 B: 1800 B: 2800 required) ATC 6,5/40000
C: 3630 C: 1800 C: 2450 MAN 2/60000
D: 2240 D: 740 D: 1750 MAN 5,6/24000
E: 3000 E: +50
NOTUS Plus 6000 2100 x A:2750 | 7950 | A: 1800 A: 2950
6200+500 | B: 3470 | E: 8100 | B: 1800 B: 3350 3 x
C: 3630 C: 1800 C: 3000 400VAC/50Hz/
D: 2240 D: 740 D: 2300
E: 3000 E: +50

A: Linearni zasobnik ATC / Llinear storage ATC
B: Rotacni osa; Multifunk&ni jednotky a Linearni zasobnik; Multifunk&ni jednotky,LInearni zasobnik a Rota&ni osa / Rotating adapter; Multifuncioal units and Linear storage ATC; Multifuncioal units,Linear storage ATC and Rotating adapter

C: ATC s karuselem / ATC with carrousel

D: Velikost stolu bez portalu (Pro transport) / Table size without gantry (For transport)
E: Konzole odsavani / Dust collector steel ramp.
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Available modules and tools
Requires MULTI option.

—

COMAGRAV NOTUS PLUS

MODULE A

MODULE B

POT9k

Pneumatic oscillating knife
9000 strokes/min, 8mm stroke height

EOT18k

Electric oscillating knife
18000 strokes/min, 0.6mm stroke height

EOT14k

Electric oscillating knife
14000 strokes/min, 1.6mm stroke height

(comagrav) comaGrAv NOTUS PLUS

1172020

page 6/9



(comagrav) COMAGRAV NOTUS PLUS

Ul universal module
- with tangential rotation
- quick lock system for tools
(tools are replaceable by hand)

Motorised cutting disc

For rotary cutting tools 25mm, 28mm, 32mm, 66mm
Custom for 160mm discs.

Pen

Drag knife
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U1 tools
(for Ul universal module)

Tools for cutting, creasing, etc.

COMAGRAV NOTUS PLUS

N
Kiss-cut V-cut Pen cuw CRW 2PT | U1 CRW Ul DR Ul DR
Pizza knife | Creasing | Creasing 1.45 0.63
wheel in | wheelin Direct Direct
sizes 2pt, sizes knife knife
3pt, 4pt S,M,L
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PILOT control system and software compatibility

PILOT Pen + POTAk in Mountpoint A + U in Mountpoint B + Router > POTSk in Mountpoint A/Knife ONK15 — X

Toopath Mateial

Tpen [F1)
e X: Selected:  /Corugaled/4nm
Stat (F2) X
7 [MocelTool | [Passes | Depth| Speed | Speed 2| Taol spesd] | laccellAre spesd]
Ston spe) : FenFen T [100 50000 [10000 00 50
7 Ul Greaser ] R L T a0 4000 100
Saveparams ) | X POTSK Krife ONK15 1[50 iS00 fiooon A 00 0
Y. POTS Knie ONKTS T 5 5000 fi000n 00 /4000 50
z
Wizaids [W) Rons
Ls Conveyor
<< 20000mm
ke ol g Cuting padithickness (nml: 276
Ve e ) L2 Krife ONK15
ves
2 2 o Toollengih
ERN v 5
PR 2
5 s b Caibrated:
6 T 2 2Feb20120024
7w I
8 T b
Task queue Z2VISCOM3, Eshibion data 2018 -Vectic datatkrabice  bowes Nbawit - second side plg
B[ [t 15> [Dessiption [status [Plan_[Sterting poit Fr
=1 0 Panel 1] Ready 077 X: 0,00 mm¥: 0.00 m Z- 4.00 o
2 @ Parell2] Queved 0/1 X 000mm Y. 0.00mmZ 4.00 mm Newt
3 O Panella) Queved 0/1 X 000mmY: 0.00mmZ: 4.00mm
4|8 Parelig] Queued 0/1 % 0.00mmY: 0.00 mm 2: 4.0 mm
Double Clck activates the iven task. Shft Cick opens the Editask diclog; CiClck toggles automalic start of the task.
Addtoqueve | | Edi | | Remove Up [Down Planreset. | [Cancel queue:

ONLINE Temperature: 239C

PILOT is compatible with HP-GL and G-code. It is possible to open data from CAM
and graphics programs.

PILOT TDP supports work with RIP programs. Expect support for Caldera, Onyx,
Colorgate, Asanti, Flexi,..

Free plug-ins for Adobe lllustrator and Corel Draw are also available (for generating
print marks and exporting cutting data in DXF).
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