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COMAGRAV NOTUS
Product information

COMAGRAV NOTUS is a professional CNC router for routing and cutting. It is a multifunctional,
dynamic, reliable and affordable CNC system.

COMAGRAV NOTUS is characterized by a rigid steel construction, rich equipment and high accuracy.
Comes with a steel baseframe and steel gantry.

It brings AC servo technology for maximal reliability and to achieve high cutting speeds. Everyone
can choose from a wide range of work tables and spindles with an output of up to 9,6 kW with

automatic tool change.

Machines from the COMAGRAV NOTUS family works in many industries, from signmaking, packaging
industry, metal industry to demanding workshops with mass production.

We recommend pneumatic oscillating knife for soft material cutting and tangential head for direct
cutting.
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Properties
» working surface from 1000x1500mm to 2040x4200mm
+ feed rate up to 500mm/s (optionally up to 1100mMmm/s)
* AC servo Mitsubishi, planetary gearboxes, helical rack&pinion system
+ clamping up to 120mm thick material
* automatic tool length measurement
+ spindles with power up to 9,6kW
* high-speed spindles up to 50.000 RPM
» dust collecting
* tools cooling for working with aluminium
* high pressure vacuum table with vacuum pump
* T-slot table as the basic choice for manual clamping
e Vectric Cut2DPro, software
+ support for CAM programs
* library of materials and presets
* PILOT TDP controller
* panel for operator with built-in PC, with LCD and ON/OFF/E-STOP buttons
* DELL PC and Windows 10 loT Enterprise

* pre-installed Teamviewer remote access (along with PC)
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Optionally
* custom dimension
* high pressure vacuum table made of aluminium alloy
+ automatic tool change with linear tray
» carousel tray for 8 tools
* ISO or HSK toolholders (for ATC)
* rotary adapter
+ vertical table
* cyclone dust collector with integrated cooling system
*  MULTI equipment with wide gantry (for installation of tangential modules for cutting)
* camera system for reading registration marks and for checking tools in ATC tray
* QR code support
+ compatibility with RIP software
* carbon fiber composite gantry

* high Z axis
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Parameters
NOTUS
Baseframe Welded steel, annealed
Gantry 200x150mm steel
(optionally carbon fiber composite)
Drives helical rack&pinion system in XY axes
ballscrew in Z axis
precision planetary gearboxes
Engines AC servo Mitsubishi 750W
Control PILOT Advanced
Z sensors for automatic change: fixed sensor and movable sensor
for manual spindle: movable sensor
Working table high pressure vacuum table
or T-slot table
Vacuum high pressure, phenolic resin (optionally aluminium)
Vacuum zones 410 12 depending on size of the table
Control software PILOT TDP
Tool change manual or automatic
ATC tray Carousel for 8 tools or
linear for 8 tools
(optionally up for 14)
Camera system optionally
Control PC DELL Corei3
(ON) Windows 10 loT Enterprise
COMAGRAV NOTUS 1515 COMAGRAV NOTUS 2030 VACUUM ATC MULTI

T- slot table, manual tool change spindle. Vacuum table made of phenolic resin, automatic
tool change spindle, MULTI heads.
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Dimensions and weights

Technické parametry / Technische Parameter / Parametros técnicos / Technical parameters/ TexHUueckne XxapaKTepUCTUKU

Typ Pracovni plocha Sifka[mm] | Hloubka Vyska Osa Z [mm] Svétlost pod | Hmotnost | Rozliseni [mm] Nejvyssi Nejuys$i | VFeteno: viz vyrobni| Max.vykon Tlak vzduchu Napéjeni Piikon [kW]
Sifka x Hloubka [mm] [mm] portalem [mm] [ka] rychlost rychlost $Stitek [kW /RPM] [kw] [bar]
[mm] obrabéni rychloposuvu
[mm/s] [mm/s]
Typ Arbeitsflache |Breite [mm]|Lénge [mm]| Hohe Z-Achse [mm] | Lichte Weite | Gewicht |Auflosung [mm]| Maximale Maximale Spindel: sieche Max.Leistung | Druckluft [bar] |Stromversorgun| Strombedarf
[mm] [mm] unter dem [kal Fré indi Typschild [kw] g [kw]
Portal [mm] keit [mm/s] indigkeit [kw/RPM]
[mm/s]
Modelo Superficie de | Larghezza | Lunghezza | Altezza Eje Z [mm] Luzde paso | Peso [kg] Resolucion Velocidad Velocidad Motor de corte: ver| Potencia [kW] | Presion del aire | Alimentacion | Vatiaje [kW]
trabajo [mm] [mm] [mm] [mm] bajo el portal [mm] méxima de maxima de etiqueta comprimido
[mm] fresado [mm/s] | desplazamiento [kwW/RPM] [bar]
[mm/s]
Type Working area Width Length Height Z axis [mm] |Clearance under| Weight Resolution Maximum Maximum Spindle: See label Max.power | Compressed air Supply Power
[mm] [mm] [mm] [mm] gantry [mm] [kgl [mm] milling speed | moving speed [kW/RPM] [kW] pressure [bar] requirement
[mm/s] [mm/s] [kw]
(Tun Pa6ouas 30Ha | LnpnHa rny6uHa Bbicota Ocb Z [MM] A OpOX Hblit Bec [kr] Crebens: cM
LWinpusa x [MmM] [Mm] [Mm] npocser noA [MmM] CKOpoCTh. cKopocTh 3TMKeTKe NPOAYKTa (MowHocT [KBT]| Bosayxa [6ap] MoWHOCTb [KBT]
rny6uxa [MM] noprana [mMm] o6pa6otkn | 6bicTporo [mMm / [kBT / RPM]
Taaa / €1 l
NOTUS 1515 | 1550 x 1500 | A: 2230 | A:2620 |A: 2160 A: 1250
B: 2550 | B:2620 |(B: 2160 B: 1350
C:2230 | C:2920 |C: 2160 C: 1350
D: 2900 | D:2920 |D: 2000 D: 1550
E: 3220 E: 2620 |E: 2000 E: 1550
F: 1560 | G:+165 | F: 860 F: 500
G: 3500 G: +50
NOTUS 1520 | 1550 x 2000 | A: 2230 | A: 3120 |[A: 2160 A: 1300
B: 2550 B: 3120 |B: 2160 B: 1400
C:2230 | C:3420 |C: 2160 C: 1400
D: 2900 | D: 3420 |D: 2000 D: 1600
E: 3220 E: 3120 |E: 2000 E: 1600
F:1560 | G: +165 | F: 860 F: 570
G: 3000 G: +50
NOTUS 1526 | 1550 x 2600 | A: 2230 | A: 3720 |A:2160 A: 1360
B: 2550 | B:3720 |B: 2160 B: 1460 500 ATC 4,6/24000 AB.D: 3.5 KW
C:2230 | C:4020 |C: 2160 C: 1460 Max. 1150 | ATC 9/24000 3x CE 45KW
D: 2900 | D:4020 |D: 2000 175 140 D: 1660 0,00078 500 (additional ATC 3/40000 9 7 400VAC/50Hz _;_ lspi’nd\e
E: 3220 E: 3720 |E: 2000 E: 1660 safety may be| ATC 6,5/40000 /16A ower
F. 1560 | G: +165 | F: 860 F: 650 required) MAN 5,6/24000 P
G: 3000 G: +50
NOTUS 1530 | 1550 x 3150 | A: 2230 | A:4270 |A: 2160 A: 1420
B: 2550 B: 4270 |B: 2160 B: 1520
C:2230 | C:4570 |C: 2160 C: 1520
D: 2900 | D:4570 |D: 2000 D: 1720
E: 3220 E: 4270 |E: 2000 E: 1720
F: 1560 | G:+165 | F: 860 F: 770
G: 3000 G: +50
NOTUS 2030 | 2040 x 3150 | A: 2530 | A:4270 |A: 2160 A: 1550
B: 3050 B: 4270 |B: 2160 B: 1650
C:2530 | C:4570 |C: 2160 C: 1650
D: 3400 | D: 4570 |D: 2000 D: 1850
E: 3720 E: 4270 |E: 2000 E: 1850
F: 2050 | G: +165 | F: 860 F: 1120
G: 3000

: bez ATC / without ATC

: ATC s karuselem / ATC with carrousel

: Linearni zdsobnik ATC / Linear storage ATC

: Multifunk¢ni jednotky a Linearni zasobnik / Multifuncioal units and Linear storage ATC
: Multifunk¢ni jednotky a ATC s karuselem / Multifuncioal units and ATC with carrousel
: Velikost stolu bez portélu (Pro transport) / Table size without gantry (For transport)

: Konzole odsavani / Dust collector steel ramp
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Available modules and tools
Requires MULTI option.

—

COMAGRAV NOTUS

MODULE A

MODULE B

POT9k

Pneumatic oscillating knife
9000 strokes/min, 8mm stroke height

EOT18k

Electric oscillating knife
18000 strokes/min, 0.6mm stroke height

EOT14k

Electric oscillating knife
14000 strokes/min, 1.6mm stroke height
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Ul universal module
- with tangential rotation
- quick lock system for tools
(tools are replaceable by hand)

Motorised cutting disc

For rotary cutting tools 25mm, 28mm, 32mm, 66mm
Custom for 160mm discs.

Pen

Drag knife
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U1 tools
(for Ul universal module)

Tools for cutting, creasing, etc.

COMAGRAV NOTUS

N
Kiss-cut V-cut Pen Cuw CRW 2PT | U1l CRW Ul DR U1l DR
Pizza knife | Creasing | Creasing 1.45 0.63
wheel in | wheel in Direct Direct
sizes 2pt, sizes knife knife
3pt, 4pt S,M,L
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PILOT control system and software compatibility

PILOT Pen + POTAk in Mountpoint A + U in Mountpoint B + Router > POTSk in Mountpoint A/Knife ONK15 — X

Toopath Mateial

Tpen [F1)
e X: Selected:  /Corugaled/4nm
Stat (F2) X
7 [MocelTool | [Passes | Depth| Speed | Speed 2| Taol spesd] | laccellAre spesd]
Ston spe) : FenFen T [100 50000 [10000 00 50
7 Ul Greaser ] R L T a0 4000 100
Saveparams ) | X POTSK Krife ONK15 1[50 iS00 fiooon A 00 0
Y. POTS Knie ONKTS T 5 5000 fi000n 00 /4000 50
z
Wizaids [W) Rons
Ls Conveyor
<< 20000mm
ke ol g Cuting padithickness (nml: 276
Ve e ) L2 Krife ONK15
ves
2 2 o Toollengih
ERN v 5
PR 2
5 s b Caibrated:
6 T 2 2Feb20120024
7w I
8 T b
Task queue Z2VISCOM3, Eshibion data 2018 -Vectic datatkrabice  bowes Nbawit - second side plg
B[ [t 15> [Dessiption [status [Plan_[Sterting poit Fr
=1 0 Panel 1] Ready 077 X: 0,00 mm¥: 0.00 m Z- 4.00 o
2 @ Parell2] Queved 0/1 X 000mm Y. 0.00mmZ 4.00 mm Newt
3 O Panella) Queved 0/1 X 000mmY: 0.00mmZ: 4.00mm
4|8 Parelig] Queued 0/1 % 0.00mmY: 0.00 mm 2: 4.0 mm
Double Clck activates the iven task. Shft Cick opens the Editask diclog; CiClck toggles automalic start of the task.
Addtoqueve | | Edi | | Remove Up [Down Planreset. | [Cancel queue:

ONLINE Temperature: 239C

PILOT is compatible with HP-GL and G-code. It is possible to open data from CAM
and graphics programs.

PILOT TDP supports work with RIP programs. Expect support for Caldera, Onyx,
Colorgate, Asanti, Flexi,..

Free plug-ins for Adobe lllustrator and Corel Draw are also available (for generating
print marks and exporting cutting data in DXF).
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